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subject to technical changes

universal-control unit

print head NGT 8

print head NGT 6

Dimensions:Data overview:

Thermal Transfer
Coding System
Thermal Transfer
Coding System

print head measurements:
printing area (W,L):
print resolution:
print head: 

speed:
max. width of substrate:
ribbon length:

automatic functions:

human readable
and barcode fonts:
further fonts:

barcodes:

further barcodes:

graphics and logos:

networking:
interfaces:
signal interfaces: (optocoupler/
optional relay contacts) 
touch screen terminal:
(optional)

display dimensions:
a:control - handheld solution:
(optional)

environment:

electrical connection:
protection class:
air connection:
format design: 
(label software)

 NGT 6 IM  NGT 6 CM NGT 8 IM
215 x 203 x 285 mm 215 x 203 x 340 mm

 160 x 100  160 x 1000  213 x 100
12 dots/mm (approx. 300 dpi)

160 wide                        213 wide
type "Corner Edge"

300 mm/sec. 18 m/min. 250 mm/sec.
unlimited

up to 600m
cassette loading

up to 25 automatic fields: real time, days, 
date offset, sequential numbering
6 internal fonts (to be turned in steps of 90º) 
more free font space for up to 50 customer supplied fonts
TrueType fonts software controlled by 
a:design, CODESOFT, AllenCraft 
(all True Type fonts installed and licensed there) 
EAN 8 & 13, Code 39 & 128, ITF, Interleaved 2/5
(all internal) 
EAN 128, Code 32 & 93, Codebar, Industrial 2/5 and
others via Software a:design, CODESOFT, ALLENCRAFT

bmp-, pcx-, wmf-, jpg-, tif- or gif-formats
software controlled by a:design or all other usual 
formats via CODESOFT, AllenCraft
integrated active ethernet card 
RS 232 / Ethernet
ribbon end, inhibit for dwell time 

easy operation with intuitive graphical interface
Includes multilingual user interface as well 
as diagnostic functions 

123 x 68 mm visible (240 x 128 dot LCD)
Palm Tungsten handheld with proprietary a:control
Software allows format management, service, setup, 
and diagnostic functions
5-40°C ambient temperature
humidity 20-90% non condensing
110-240 V AC, 50/60 Hz
control box is IP 50
1,5 - 5 bar (20-75 PSI) 
a:design, CODESOFT or AllenCraft under Windows
Windows-printer driver (optional)

print head NGT 6

print head NGT 8
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